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White

CAB and Titanium Dioxide

23 ± 1%

NA 

Good 

Medium Soft

Medium

Characteristics of Emulsion

Appearance

Nature

Solid Content  

pH (10% Sol .)

Flexibility

Film Hardness  

Gloss   

Note: S uggested fo rmula tions a re o nly for guida nc e a nd nec essa ry modi�c a tions m ust be  m a de to a c hieve a  p a rtic ula r result.

REAC H C OMPLIANT 

G Treen rek

G Treen- rek- C omplia nt
a  symbol of our c ommitment to sustaina ble tec hnologies

Store be twee n + 5 ' c  to 3 5 ' c  in o riginal  p ac k, well-sea led .
Product  is stable for 6 m onths from the da te o f p roduct ion .

Storag e   
Shelf-life  
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WHITE TOP 

WHITE TOP 

is a highly lightfast , solvent dilutable pigmented top coat for high 
end white leathers . It provides medium gloss , a smooth & soft sur face feel , 
good �ex , and has excellent  light/ heat ageing properties . The product being 
free of any nitro compounds is safe for the production of w hite shoes , upper 
leathers where PU soles will be attached later . 

has good �ow properties and is quite economical in app lication 
because of its high pigment content and excellent covering ac tion. It is  
recommended to avoid use of any other auxiliar y or plasticizer in White T op 
as additives may a�ect its lightfastness . 

Non Yellowing, NC  free ,  Sovent Borne ,  White  Pigm ented Top C oa t,  for 
'a  pure  a nd neutra l’  look on white  lea thers.  

WHITE TOP is a readily pourable solution . It is dilutable with organic  thinners composed of 
acetates and primar y alcohols . The dilution ratio shud be  1:1. 

Top Coat :             100 parts  
              100 parts  Butyl Acetate 

The product may separate into layers on prolonged standing . 
The homogenous form is restorable by simple stirring .

White Top

Usage
Stir before use 

LACQUERS

Protect From Snow

Store IndoorsNon Flammable / Keep Flames Away

Use Gloves/Ensure Ventilation


