COLORING DYES
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COLO R ANTE A range of sprayable dye solutions, solvent or water dilutable,

having high dyeing power. Used for coloring or tone
modification of uppers or cut components. These dye
solutions are distinguished by their brilliance, high light-fastness
and their resistance to spotting by water droplets. Ifs flow-out
properties impart streak-free and uniform finishing.

Characteristics : = High dyeing power
= Water or solvent dilutable
= Fast drying with color richness
= Excellent light fastness
= Transparency & good rub fastness
= Good finish retention.

Physical Properties :  Appearance : Light fast Liquid

Color : Black / Brown / Blue / Red / Yellow
Solubility . Soluble in water or solvent
Active % . 8 -12 (varies with color)

pH N A

Besides above mentioned, other colors can be provided.
Customer will need to provide a sample of the required color
and a minimum quantity guarantee.

Procedure : - Clean the surface thoroughly
= Apply Colorante by spray gun
= Maintain air pressure af 2.0-3.0 kg
« Choose desired color from wide range

Packing : 1 If. in plastic Bottle | 10 Ifr. in plastic Jerrycan | 30 Itr. in HDPE Drum
Storage : Store between +5° ¢ — 35° ¢ in original pack, well sealed & stored.
Shelf-life . Product is stable for 9 months from the date of production/invoice.

REACH Compliant

<
Non flammable Store in Shade //l\

Prevent from freezing Use Gloves / Ensure Ventilation % l

The technical information and application suggestions presented above are based on company's present knowledge
based on careful in - house tests. Since the conditions of use at customer's site are beyond the control of the company,
therefore the company cannot be held responsible for any loss fo the customer resulting from the use of above products or
application suggestions. The company reserves the right fo modify the specifications without prior information.
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